UTAM4 series RADIAL PISTON AIR MOTOR

® AIRPRO® air motors are designed for use in in industrial
applications such as powering air driven machinery, raising
foundry copes and drags, rotating a turntable, mixing paint,

powering cranes, valve actuation and power source for
mechanical hands.

100 rpom. up to Max. speed.

features of all models

Flange mounting and foot mounting are available,

lubricator as close to the motor as possibie.

® Speed could be easily contralled by flow adjustment from
® Compact in size, light in weight and simple in structure are
® AIRPRO® air motors can be mounted any way you like —

®* Ajrlines should be equipped with lubricators. Mount the

SPECIFICATIONS
N “Max. Fower g Max. Allowable Weight
e Tipe @H;E,Ir Horse Torque Spead | Air Con- Sm"ﬂg Tft ELIL Shaft Load Direct (Flange | Foot
e 0 | Poner | TG5° | fom | surgion Torque | Torate | Radial | Thrust | Drive | Mount | Mount
hp ef] | scfm Loadlb [Loadth | b Ity Ity

s Direct Drive | — | 0.10 [ 0.47 | 1100 051 | 087 | 22 13 32 | 33| a8
FGO0s 1/5 208 | 220 216 | 361 55 33

pl L GO0 Ggﬁ;:d e | ooe [ 41| 10| 433 | 722 [ 121 55 | — 66 | 6.4
f Gozo 1/20 8.44 55 866 | 1555 | 242 99
s Direct Drive | — | 017 | 1.01 | 200 144| 216 | 3 22 55 | 57| 75
£ Go0s 1/5 433 | 180 649 | 938 | &8 55

TN tih f Go1o Egﬁ;:d 110 | 015 | 866 o0 | %2 1200 | 1048 | 178 o) o s - R
f Gozo 1120 1732 | 45 2598 | 3697 | 308 | 154
5 DirectDrive | — | 031 [ 216 750 346 | 433 44 a1 | 101 | 106 | 14.1
f Goos 1/5 938 | 150 1515 | 19.48 [ 110 BE

it FGo1o G[?fi';zd o | 027 (1848 | 75| %' [B031 (3897 | 220 20 | — | 196 | 19.4
F G020 1/20 3897 | a8 | 60.61 | 77.83 | 396 | 187

Media Filtered (Under 40pm) and lubricated air
“Max. Operating Pressure 90 psig (Tkatiom?)

| Ambient and media temperaturs 32 ~158°F (0 ~70%C) at no freezing condition.

** Lubrication for line lubricators Should be necessanyRecommendead oil; misting-type oils rated 150-200 SSU at 100°F (38°C)1S0 VG 32

** Recommanded gear oil Same as Shell Oil Co. Alvania & EP RIO 71039 Grade “00" or Sun Petroleurn Products Prestige 740 AEP Grade 00"

Do not operate motors at more than 80% of or near Max. power speed.

obtain lubricant recommendations.

These Motors must be aperated with sufficient lead to prevent speed from exceeding maximum allowable speed shown on parformance curve.

* The oil used must ba compatible with materials of construction. Contact your lubricant supplier and the builder of equipment to be lubricated to

The proper grades of grease and oil are essential to the economical operation of any air motor.
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