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Mumatics MARK 40 Line air valves are high speed, heavy
duty units, designed for general service on all types of automa-
tion, for a wide range of air cylinders. These die cast units are
direct solenoid actuated; that is, the solenoid plunger directly
actuates the main spool valve. The result is the simplest valve
construction on the market today. MARK 40 valves follow in
the tradition of Numatics’ JSA Line and smaller MARK 10
Line valves. They are quality air valves, precision built for
rugged service, and offer all the advanced design features of
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INTEGRAL PLUG
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ELECTRICAL PLUG AND PILOT LIGHT

A plug-in base with either single or double light located in
the valve unit conduit cover is available. The unit to base
electrical plug permits instant valve unit replacement with-
out disconnecting piping or wiring. The integral plugs
grounded, shrouded, polarized and arc-containing design
meets JIC, NEMA, C5A, UL, automotive and machinery
builders” standards. MARK 40 valves are CSA approved.
(See pages MK40-21/22),

PILOT LIGHT

When illuminated, the
light indicates that power
is being supplied to the
valve. Low power draw,
low heat generation, and
long burning life are fea-
tured in a splashproof
housing.
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other Mumatics valves, including the famous, patented, lapped
spool and sleeve, Universal die cast construction permits one
body unit to be used for 2- or 3-position 4-way valves, single
or double solenoid, single or dual pressure, used any wav you
can pipe 5 working ports, with service from high vacuum to
300 PSIG,

Sound design permits a number of porting and wiring options
in the same unit which, in turn, offer ease in piping and sub-
sefjuent change in machine application, The MARK 40 Line
offers, in & complete family of valves and manifolds, the same
durability and performance evident in all Numatics air valves.
They will give reliable and troublefree service far exceeding
industrial standards of design and performance.

SOLENOID DESIGN

The unigue, patented capsule construction feature of Mumatics
solenoid valves permits rapid wvalve disassembly WITHOUT
LOOSE PARTS' The solenoid is mounted in the cover, and the
entire electrical capsule is removed by loosening two captive
screws. This complies with JIC requirements by rendering the
valve electrically inoperative when the capsule is removed,
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LAPPED SPOOL AND SLEEVE

Mumatics MARK 40 valves employ the famous, patented,
lapped spool and floating sleeve principle for most reliable
operation and longest service life. Each MARK 40 valve has
its own matched set spool and sleeve, precision machined to
millionths of an inch, eliminating always troublesome dy-
narmic o-ring seals.
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BASIC VALVE COMPONENTS
& CONSTRUCTION FEATURES

BASE OR MANIFOLD MOUNTING:

MARK 40 Line valves offer a choice of three base or manifold
mounting means. The non plugin base without electrical
provision is side ported, individual exhaust; or side and bottom
ported, individual exhaust, The new plug-in base offers an
optional integral electrical plug which meets industry stand-
ards, and is available as a five ported individual or four ported
common exhaust base. This base is not field convertible;
therefore, individual or common exhausting must be specified
on order as determined from the model selection charts.
FlexiBlok manitolds permit assembly of MARK 40 Line valves

AIR-OIL SYSTEMS
753 WARBOLD RD.,
MAINLAND, PA 19451
PHONE: 803-333-5520
FAX: 215-721-7666
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into “stations”. This is particularly advantageous where a
number of valves are used in the same installation. Flexi-
Blok manifolding offers major reductions. in piping time and
piping errors, less installation space, easy station-adding capa-
bility, and dramatic improvement in machine appearance.
There are two basic “bloks”, as illustrated on pages MIK40-12
-13, which allow for a range of piping options, Each blok will
accommodate any of the MARK 40 Line valves. Staj:iqns Are
assembled with end plates. 3 iy o :

"
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FOR COMPLETE DETAILS OMN
THE "SAMDWICH” STYLE
REGULATORS AVAILAEBLE,

SEE PAGES MKAD - 16-19

SPEED CONTROL:

A metering device inserted
between valve and base per-
mits adjustment of cylinder
speed by throttling the flow
of exhaust air.

DESIGN AND PUBLISHED DATA

All designs and specifications are subject to change without notice.
Such changes are not to be considered retroactive, and sellar assumes
no rasponsibility for revision of models already in the field. All data is
sufficiently accurate for general use, but seller assumes no responsibility
for errors or omissions, Certified prints are available on request, &t a
reasonable charge.

MKA4an.2
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SPECIFICATIONS

235404 seriesvalves are heavy duty, multi-purpose, 2-position,
single solenoid operated, spring returned, 4-way air valves,
They meet or exceed ALL JIC standards. They are of splash-
proot construction and are, as standard, fitted with a recessed,
nonlocking manual operator.

APPLICATION

These valves areused primarily for the control of double acting
air cylinders where part stroke stopping or inching of the
cylinder is not required. They are true multi-purpose valves,
that is, they may be used as normally open or closed 2- or
J-way wvalves, single or dual pressure d-ways, or as selector or
diverter valves, dependent only on how they are piped or
pluoged. Full back pressure at any port has no operating effect
on the valve.

They are actuated by a “maintained” electrical signal. The
cpring returns the spool to the normal position when the
solenoid is de-energized.

MOUNTING MEANS

33SADM model valves mount in any position and are available
with plug-in or non plug-in bases or FlexiBlok manifold (with
or without speed control}. Plug-in base is featured on these
paces; non plugdn base is shown on page MK40-15. For
FlexiBlok options, see pages MK40-12-14,

OPTIONS
For electrical and mechanical options, see pages MKA0-20-23.

OPERATING DATA

AlR PRESSURE RANGE: 28" Ha. vacuurm to 150 PSIG (for
pressures over 150 to a maximum 300 PSIG, consult factory).

3/8" 1/2" AND 3/4” TAPPED, J.1.C.
SINGLE SOLENOID, SPRING RETURN

ing and Technical Data for a list of recommended lubricants
and filtration requirements for unlubricated service,

FLOW CAPACITY: Mark 40 valves have a Cy as listed below,
See Mumatics’ Engineering & Technical Data for complete
flow chart.

335AD4: Cy= 3.0
345AD04:; Cy= 358 =
365AD04: Cy= 37

SOLENOIDS: Standard AC voltages are a com-
bined 115/50-120/60, 220/50 and 230/60. Special AC voltage
12 to 480, 50 or 60 hz,, are available. DC solenoids are not
available, See Options pages for further data and part numbers.
Solenoids are continuous-duty rated,

5 5 Inrush current @: 115/50 AC 2.8 amps.
TEMPERATURE RANGE: -10°F to +115™F ambient, 120/60 AC 2.5 amps,
Holding current @: 115/50 AC 36 amps.
SERVICE: Walves can be used on the following properly 120/60 AC .28 amps.
filtered media: Time to energize, full shift {018 secs.
Lubricated air, dry (oil-free) air, vacuum, and noncorrosive, Time to de-energize, full shift 025 secs.
nontoxic, nonflammable dry gases. See Numatics’ Engineer- Max. cyele rate, continuous 350/min.
MODEL SELECTION CHART
VALVE MODEL NUMBER BASE
g 1/4 NPTF 3/8 NPTF 1/2 NPTE 3/4 NPTF EESTIRIATION
335ADAD0K Walve Unit with Light and Plug, Mo Base
PLUG-IN 335AD4AK ISADAITK 355ADA31K | Side Ports, Common Exhaust
BASE 335AD4A32K 3ASADA3ZK 355ADA32K | Side and Bottom Ports, Common Exhaust
WITH NOT 335AD43BK 3A5ADA3EK 365ADA3BK Side Ports, Common Exhaust, w/Speed Control
LIGHT AVAILABLE 335ADA3GK 3ASADA3GK 3aSADM3EK Side and Bottom Ports, Common Exhaust, w/Speed Control
AND 335AD43AK 345AD43AK 355AD43AK | Side Ports, Individual Exhaust
PLUG 335AD4A3BK 345ADY3BK 355ADA3BK | Side and Bottom Ports, Individual Exhaust
33SADA3CK 345ADA3CK 355AD4A3CK | Side Ports, |ndividual Exhaust, w/Speed Control
335ADA3DK | 34S5AD43DK 355ADA3DK | Side and Bottom Ports, Individual Exhaust, w/Speed Contral
NOM T 335AD4000 et Valve Unit, Mo Base 4
PLUG-IN 325AD4410 335AD4410 345404410 NOT Side Ports, Individual Exhaust
WITH 325AD4430 335AD4430 345AD4430 AVAILABLE Side and Bottom Ports, Individual Exhaust
HARDWIRED | 232SAD4450 | 33SAD4460 | 345AD4460 Side Ports, Individual Exhaust, wiSpeed Contral
SOLENOID 325ADA4R0 335AD44B0 345404480 Side and Bottom Ports, Individual Exhaust, w/Speed Control

Specify Volts and Hz:

| S—

100-116/60; 110-120/60 or 200-220/50; 230-240/60

MEA4D-4




AMS SYMBOL

M/

EB P EA

The av vahe peopie = woriowide

s L 840 .
(239}
3.00 |
[76.2) |
| Covay Chain
25— b 125-1984
(18.1) e i

127-140A

Top Dimensicon = [nches
Bottom Dimension
(in Parentheses) = Millimetars

w
=
e

A G 00K - |

)

Tk
5
(4) 127-121A _/ | %

Sorew Q55 e i PED --__I k
(65.6) .28 [7.1) DIA.
. 2 HOLES
' i ot
Mameplate
(See Page Mp4p-1g) — (6) O-Ring Seal* [2) Bumper®

Condult Cowver Ags'y,
(See Page MKAD-1E)

*
Sleeve Ass'y.#* [1) Gaskel

Gasket*

I35t Q 4021

137-Q¢)—

3;5

Solencld Capsule Ass'y,
Solenold or Coil Only

{Inel, Seals) x
g (See Page MKA40-23)
209-191A {1} Detent Body™* /

numarics
MK. 40 une

Walve Body = - _
[Mot Sold Separately) | :
Gasket* e = Solenoid Cover Sss'y,
R | | | LT ! = {Incl, Cover, Screws
2 : i = = %, | Aand Gasket)
5pr||12saﬂiiu§;§.ss y.\\f. " 1 | | e ] iy 205-2228
o
Spring* o, = ———
al 1 § 6az
Gasket® =]
113-2054 S ; I (156)
- . f | " = = iy
FORT E ) | e
1/2" NPTF ——— .
OMMOMN EXHAUST . :
OMLY) ® EA ‘ (93.5)
b X T, y- e, e
L =1} 9 27 K 7 (50.5
138 — s Sy R = e 1.95
(36.1) .8z 37
| (o8 | | | 3 (21.7) *
. ] | - ol
1' \_ 1/2" MPTF
COMDUT
Hase M55y, 2 "--[;f'f:"“'éf?:l COMNMECTION
Page MK40-15) ’ : [OPPOSITE SIDE) 150 L_
fo i 1 (38,1} | ; ,
3/8, 1/2 OR [76.2) . i
359 NPTF .
5 PORTS — _h: g —
(206)
_|1245)
27
[24.5)
e
*REFPAIR KIT
NO. ME40-K1
(5) 3/B, 1/2 OR e
3/4 NPTF e e
BOTTOM PORTS [T e
OPTIOMAL L T A

**This Spool and Sleeve Assembly is sald as a precision matched set
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SPECIFICATIONS

230544 seriesvalves are heavy duty, multi-purpose, 2-position,
double solenoid operated, momentary contact (mechanically
detented), 4-way air valves. They meet or excesed ALL JIC

SERIES 33D5A4

standards, They are of splashproof construction and are, as
standard, fitted with recessed, nonlocking manual operators,

APPLICATION

These valves are used primarily for the control of double acting
air cylinders where part stroke stopping or inching of the
cylinder is not required. They are true multi-purpose valves,
that is, they may be used as normally open or closed 2- or
Jway valves, single or dual pressure d4-ways, or as selector or
diverter valves, dependent only on how they are piped or
plugged. Full back pressure at any port has no operating
gffect on the valve.

They are actuated by a “momentary” or a “maintained”
electrical signal alternately on each of the two solenoids, and
care should be taken to provide electrical interlocks to prevent
simultaneous energization of both solenoids. The detent as-
sembly prevents inadvertent spool shift due to machine vibra-
tion, shock or electrical power failure when both solenoids are
de-energized. A mechanical detent is mandatory on all momen-
tary contact valves, per JIC and automotive standards.

MOUNTING MEANS

330544 model valves mount in any position and are available
with plug-in or non plug-in bases or FlexiBlok manifold {with
or without speed control). Plug-in base is featured on these
pages; non plug-in base is shown on page MK40-15. For
FlexiBlok options, see pages MK40-12-14,

OPTIONS
For electrical and mechanical options, see pages MK40-20-23.

3/8”,1/2" AND 3/4" TAPPED, J.I.C. e
DOUBLE SOLENOID, DETENTED

SERVICE:
filtered media:
Lubricated air, dry {oil-free] air, vacuum, and noncorrosive,
nontoxic, nonflammable dry gases. See Mumatics” Engineer-
ing and Technical Data for a list of recommended lubricants
and filtration requirements for unlubricated service,

Walves can be used on the following properly

FLOW CAPACITY: Mark 40 valves have a Cy as listed below.
See Mumatics’ Engineering & Technical Data for complete
floww chart,

3A0SM: Gy= 30
34DSA4:  Cy= 35
350SA4:  Cy= 37

SOLENOIDS: Standard AC voltages are a com-
bined 115/50 - 120/80, 220/50 and 230/60, Special AC voltage
12 to 480, b0 or 60 hz., are available., DC solenoids are not
available. See Options pages for further data and part numbers.
Solenoids are continuous-duty rated.

Inrush current @: 115/60 AC 2.4 amps.
UREHATIMGE QIR 120/60 AC 2.3 amps.
AlR PRESSURE RAMGE: 28" Hg. vacuum to 150 PSIG (for Holding current @: 115/50 AC 36 amps
pressures over 150 to a maximum 300 PSIG, consult factory). 120/60 AC .28 amps.
Time to energize, full shift 018 secs.
TEMPERATURE RANGE: -10°F to +115%F ambient. Max. cycle rate, continuous 150/min.
| MODEL SELECTION CHART
i MODEL NUMBER HASE
BRLE 1/4 NPTE 3/8 NPTF 1/2 NETE 3/4 NPTF Sn eyt
| 3305A400K Valve Unit with Light and Plug, No Base
| PLUG-IN 33054431 K 34D5A431K 3SDSA431K | Side Ports, Common Exhaust
BASE 33054437K | 34DSA432K IEDSAA32K | Side and Bottom Ports, Comman Exhaust
WITH NOT 33D5A435K | 34DSA436K 3ED5A435K | Side Ports, Common Exhaust, w/Speed Control
LIGHT AVAILABLE | 33DSA436K | 34DSA436K 3505A436K | Side and Bottom Ports, Commaon Exhaust, wiSpeed Contral
AND 33D5A43AK 34DSA43AK I6DSA43AK | Side Ports, Individual Exhaust
PLUG 33DSA43BK 34DSA43EBK 36DSA43BK | Side and Bottom Ports, Individual Exhaust
33DSA43CK 34DSA43CK 35D5A43CK | Side Ports, Individual Exhaust, w/Speed Control
33DSA43DK 34DSA43DK 360DSA43DK | Side and Bottom Ports, Individual Exhaust, w/Speed Control
MOM = 33D5A4000 ——— WValve Unit, No Base
PLUG-IN 32D5A4410 33D5A4410 34D5A4470 NOT Side Ports, Individual Exhaust
WITH 32ZDSAA4430 | 33D5A4430 | 34DSA4430 | ayajLapgLe | Side and Bottom Ports, Individual Exhavst
HARDWIRED | 32DSA4460 33D5A4460 34D5A4460 Side Ports, Individual Exhaust, w/Speed Control
SOLENOID 3ZDSAAME0 | 33DSA4480 | 34DSA44B0 Side and Bottom Ports, Individual Exhaust, w/Speed Contral

Specify Volts and Hz:

100-115/50; 110-120/60 or 200-220/50; 230-240/60
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SPECIFICATIONS

J3DSAB6 series valves are heavy duty, multi-purpose, 3-position,
double solenoid operated, spring centered, d-way air valves
with all ports blocked in mid-position. They meet or excead
ALL JIC standards, They are of splashproof construction and
are, as standard, fitted with recessed, nonlocking manual oper-
ators.

APPLICATION

These wvalves are used primarily for the control of double
acting air cylinders when the cylinder must be inched or held
1 a mid-position for a short period of time. Blocked port
circuits should be used with discretion because of the lack
of make-up air to either end of the cylinder. Any leak in
the piston or rod packing, air line connections between
valve and cylinder, and normal leakage across spool lands allows
escape of the trapped air. Eventually the piston will ereep, due
to area differential between blind and rod ends (particularly
where |oads must be held in a given position for an extended
time), If a cylinder position must be maintained for extended
periods, 33DSA5 model valves piped for dual pressure should
be used (see page MK 40-8 ). Supply pressure to the valve must
zlso be maintained.

These valves are operated by energizing alternate solenoids.
When de-energized, the springs return the spool to the center
position. Each solenoid is rated for continuous duty and may
be held energized. Electrical interlocks should be provided to
prevent energizing both solenoids simultaneously,

SINGLE SUPPLY PIPED TO PORT P (Use Any Mounting
Means): This piping arrangement permits the same pressure
1o be applied to each side of the cylinder piston. One individual
supply connection is made to port P. B and A are outlet ports,
EB and EA are exhaust ports.

3/87,1/2" AND 3/4" TAPPED, J.I.C.
DOUBLE SOLENOID, SPRING CENTERED, 3-POSITION

MOUNTING MEANS
330546 model valves mount in any position and are available
with plug-in or non plugin bases or FlexiBlok manifold (with
or without speed control}. Plug-in base is featured on these
pages; non plug-in base is shown on page MK40-15. For
FlexiBlok options, see pages MK40-12-14.

OPTIONS
For electrical and mechanical options, see pages MK40-20-23.

OPERATING DATA

AIR PRESSURE RANGE: 28" Hg. vacuum to 150 PSIG (for
pressures over 150 to a maximum 300 PSIG, consult factory ).

TEMPERATURE RANGE: -10°F to +115%F ambient.

SERVICE:
filtered media:
Lubricated air, dry (oil-freed air, vacuum, and noncorrosive,
nontoxic, nonflammable dry gases. See Numatics' Engineer-
ing and Technical Data for a list of recommended lubricants
and filtration requirements for unlubricated service,

Valves can be used on the following properly

FLOW CAPACITY: Mark 40 valves have a Cy as listed below.
See MNurnatics’ Engineering & Technical Data for complete

flow chart,
330D5A6: Cy= 3.0
34DSAG: Cy= 35
J0DSAG: Cy= 3.7
SOLENQIDS: Standard AC voltages are a com-

kined 115/60 - 120/60, 220/50 and 230/60. Special AC voltage
12 to 480, 50 or 60 hz,, are available. DC solenoids are not
available, See Options pages for further data and part numbers,
Solenoids are continuous-duty rated.

Inrush current @ 115/60 AC 2.4 amps.
DUAL SUPPLY PIPED TO PORTS EB AND EA (Use Only 120/60 AC 2.2 amps.
Bases With 5 Individual Ports}: This piping arrangement per- Holding current @:  115/50 AC .36 amps.
mits use of, for example, a higher pressure for the work stroke 120/60 AC .28 amps.
and a low pressure for the return stroke, Two individual supply Time to energize, full shift 020 secs,
connections are made to ports EB and EA, B and A are outlet Time to de-energize, full shift 025 secs,
ports, P is a common exhaust port. Max. cycle rate, continuous 120/min.
MODEL SELECTION CHART
VALVE MODEL NUMBER BASE
Lot 1/4 NPTE 3/8 NPTF 142 NPTF 3/4 NPTF SIESC R TIEN
[ 33DSAG00K Walve Unit with Light and Plug, Mo Basa
PLUG-IN 33DSAG3ITK 3ADSAGITK 36D5A631K Side Ports, Comman Exhaust
BASE 33DSAGIZK 34DSAG32K 3BDSAG32K | Side and Bottom Ports, Common Exhaust
WITH MOT 33DSABIGEK 34DSABISK 3605A636K | Side Ports, Common Exhaust, wiSpeed Control
LIGHT AVAILABLE | 33DSAG3GK 34DSAGBIGK A5DSAG36K | Side and Bottom Ports, Common Exhaust, w/Speed Control
AND 33DSAG3AK | 34DSABIAK I5DSAB3AK | Side Ports, Individual Exhaust
PLUG 33DSAG3BK 34DSAGIBK 3EDSAG3EBK | Side and Bottom Ports, Individual Exhaust
33DSAG3CK 34DSAGICK 35DSAG3ICK | Side Ports, Individual Exhaust, w/Speed Control
33D5AG3DK 34DSAG3IDK 36DSAG3DK | Side and Bottom Ports, Individual Exhaust, w/Speed Control
MNOMN —_— 32DSAGB000D _ - Valve Unit, Mo Base
PLUG-IN 32D5AGA10 33D5A6410 34DSAG410 NOT Side Ports, Individual Exhaust
WITH 32D5A6430 33D5A6430 3ADSAB430 AVAILABLE | Side and Bottom Ports, Individual Exhaust
HARDWIRED | 32DSAG460 33D5AG6460 34D5AG460 Side Ports, Individual Exhaust, w/Speed Contrel
SOLENOID 32DSAG480 33D5A6480 34D5AG4BOD Side and Bottom Ports, Individual Exhaust, w/Speed Control

Specify Volts and Hz:

100-115/50; 110-120/60 or 200-220/50; 230-240/60
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SPECIFICATIONS

230546 seriesvalves are heavy duty, multi-purposs, 3-position,
double solenoid operated, spring centered, 4-way air valves
with all ports blocked in mid-position. They meet or exceed
ALL JIC standards. They are of splashproof construction and
are, as standard, fitted with recessed, nonlocking manual oper-
ators,

APPLICATION

These wvalves are used primarily for the control of double
acting air cylinders when the cylinder must be inched or held
in a mid-position for a short period of time. Blocked port
circuits should be used with discretion because of the lack
of make-up air to either end of the cylinder. Any leak in
the piston or rod packing, air line connections between
valve and cylinder, and normal leakage across spool lands allows
gscape of the trapped air. Eventually the piston will creep, due
to azrea differential between blind and rod ends (particularly
where loads must be held in a given position for an extended
time). IT a cylinder position must be maintained for extended
periods, 330D5A5 model valves piped for dual pressure should
be used (see page MK 40-8 ). Supply pressure to the valve must
also be maintained.

These valves are operated by energizing alternate solenoids,
When de-energized, the springs return the spool to the center
position. Each solenoid is rated for continuouws duty and may
be held energized, Electrical interlocks should be provided to
prevent energizing both solenoids simultaneously.

SINGLE SUPPLY PIPED TO PORT P (Use Any Mounting
Means): This piping arrangement permits the same pressure
to be applied to each side of the cylinder piston. One individual
supply connection is made to port P. B and A are outlet ports,
EE and EA are exhaust ports.

DUAL SUPPLY PIPED TO PORTS EB AND EA (Use Only

3/8”,1/2" AND 3/4” TAPPED, J.1.C.
DOUBLE SOLENOID, SPRING CENTERED, 3-POSITION

MOUNTING MEANS
330546 model valves mount in any position and are available
with plug-in or non plug-in bases or FlexiBlok manifold (with
or without speed control). Plug-in base is featured on these
pages; non plug-in base is shown on page MK40-15. For
FlexiBlok options, see pages MKE40-12-14,

OPTIONS
For electrical and mechanical options, see pages MK40-20-23,

OPERATING DATA

AlR PRESSURE RAMGE: 28" Hg. vacuum to 160 PSIG (for
pressures over 150 to a maximum 300 PSIG, consult factory ).

TEMPERATURE RAMGE: -109F to +115°F ambient,

SERVICE:
filtered media:
Lubricated air, dry (oil-free] air, vacuum, and noncorrosiva,
nontoxic, nonflammable dry gases. See Mumatics® Engineer-
ing and Technical Data for a list of recommended lubricants
and filtration requirements for unlubricated service.

Valves can be used on the following properly

FLOW CAPACITY: Mark 40 valves have a Cy as listed below,
See MNumatics” Engineering & Technical Data for complete
flow chart.

3305A6: Cy= 30
34DSAB:  Cy= 35
35DSAB:  Cy= 3.7

SOLEMNOIDS: Standard AC voltages are a com-
hined 115/50 - 120/60, 220/50 and 230/60. Special AC voltage
12 to 480, 50 or B0 hz., are available. DC solenoids are not
available, See Options pages for further data and part numbers.
Solenoids are continuous-duty rated,

115/50 AC 2.4 amps,
120/60 AC 2.3 amps.

Inrush current @:;

Eases With 5 Individual Ports): This piping arrangement per- Holding current @: 115/50 AC .36 amps.
mits use of, for example, a higher pressure for the work stroke 120/60 AC .28 amps.
and a low pressure for the return stroke. Two individual supply Time to energize, full shift 20 secs,
connections are made to ports EB and EA. B and A are outlet Time to de-energize, full shift 025 secs,
ports, P is a common exhaust port. Max. cycle rate, continuous 120/min.
r MODEL SELECTION CHART
VALVE MODEL NUMBER BASE
LaE 1/4 NPTE 38 NPTF 1/2 NPTF 3/4 NPTF DESCRIPTION
33DSAG00K —_— e | Wallve Unit with Light and Plug, Mo Base
PLUG-IN 33DSABIK 34DSAGIIK 3605AG631K | Side Ports, Common Exhaust
BASE 33D5ABIZK 34DSAG3ZK 35DSAG3ZK Side and Bottom Ports, Common Exhaust
WITH NOT 33DSAGIEK | 24DSAB3GK 35DSAB35K | Side Ports, Common Exhaust, w/Speed Control
LIGHT AVAILABLE 33DSAG36K 3ADEAG3GHK I5DSA636K | Side and Bottom Ports, Common Exhaust, w/Speed Control
AND 33DSAG3AK 34DSAG3AK 3EDSAG3AK | Side Ports, Individual Exhaust
FLUG 33DSAB3EBK 34DSAG3EBK 35DSAG3BK Side and Bottom Ports, Individual Exhaust
3IDSAGICK F4DSABICK 35DSAG3CK Side Ports, Individual Exhaust, w/Speed Control
33DSAG3IDK | 34DSAB3IDK 3505AG63DK | Side and Bottom Ports, Individual Exhauwst, w/Speed Control
5 NON _ 330SA6000 S Walve Unit, Mo Base
PLUG-IN 320D5A6410 330546410 FDSAGA10 MNOT Side Ports, Individual Exhaust
WITH 32DSAG430 33DSAG430 34D5AG4A30 AVAILABLE Side and Bottom Ports, Individual Exhaust
HARDWIRED | 32DSAG4G0 33D5AG460 34D5A6460 Side Parts, Individual Exhaust, w/Speed Control
SOLENOID 32DSAG4E0 33DSAGABO 34DSAG4B0 Side and Bottom Ports, Individual Exhaust, w/Speed Control

Specify Valts and Hz:

100-115/50; 110-120/60 or 200-220/50; 230-240/60
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| Bottom Dimension
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(163}

Cover Chajin
125-19BA

{4)-Scrow Ass'y,
127-1404

| [35.1) |
- S S = I, T
(gl i (70.1)
i 3,82
e } a7

(43 127-121A

Screw Ass'y, | \
eS| I 3
(66.6) | \
\_ .28 (7.1) DIA.
}..,______.. AT T WIS 2 HOLES
(171.2)
Mameplate

(See Page MK40-18)

Condult Cover Ass'y Gasket™ {2) Spring Retainer®
af "
(See Page MKA0-18] {6} O-Ring Sea]*
Walve Body (2] Gasket® (2} Spacer*

Slecve Ass'y, " "

(Mot Sold Separately) {Incl. Seals}

205-200A (2) Spring?
Gasket ; ; /‘
1 b (2) sclencid Capsule mss'y,
Adapter 1 Solenoid or Cail Only
119-187A L— [Ses Page MK40-23)
,-'\\'I‘. ~= F i
. = S ; Ty = o [2) Solenoid Cover Ass'y,
%, % X - {Incl. Covear, Screws
- — e : And Gasket)
> - s 1 P e 1 o 205-2228
_\: e —— - 1 e 6.12
W, [ " 2 2 N ™ 1 £ | (156)
N : . 3 Bk o I £ |
" | o, |
(3} Screw Ass'y, B" £ 'f 3.68
7= =] -
SRR Guskat® = | [ (93.5)
113.205A | ]
elEEe e 2.38
| [60.5)
1.38 I.._._l :!-5 [
(35.1) .82 j “HT@ELTy |
(20.8) ; L
f 1/ [ /2" nPTF
PORT E 1. COMDWIT
1/2" NPTF _ | comnecTiON
(COMMOMN EXHAUST __ (OPPOSITE S1DE) 1,50
OMLY) ! 3.00 1 38,
/ (76.2) | 1.5
e a.10
/8, 1/2 OR . e e e
3/4 NPTF ! (1206]
5 PORTS
Base Ass'y,

[See Page MEA0-15)

*REPAIR KIT
MO, MEA0-K3

{5) 3/8, 1/2 OR .
3/4 NPTF (19.1)
BOTTOM PORTS ey _ .75

1%9.1
**This Spool and Sleeve Assembly is sold as a precision matched sat OPTIONAL { )
anly. Spools aré not interchangeable. BOTTOM PORT LOCATIONS
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SPECIFICATIONS

FlexiBlok is a stackable method of manifold mounting which
provides a large single supply gallery and two commaon exhaust
galleries. These passages run the length of the manifold. The
end plates are tapped at both ends. A single FlexiBlok unit
accepts either a single or double solenoid valve and is used
most frequently 1o provide a standard single pressure, 4-way
directional valve module with supply from the P gallery, ex-
hausts into the EB and EA galleries, and the B and A ports as
cylinder or outlet ports.

PORTING AND BLOCKING DETAILS

Blok Mo. 16 provides EA, P and EB galleries and connects
them to corresponding ports of the valve unit, A and B ports
located in the "B side and bottom of the blok and are con-
nected to the A and B ports of the valve unit.

Blok No. 19 is the same as No. 15 with the addition of
bottom EA, P and EB ports, also,connected to the respective
galleries and ports of the wvalve unit. This blok offers five
individual ports, required for certain applications such as dual
pressure. When the valve is piped for dual pressure, ports EA
and EB are supply ports and port P is an exhaust port. Used in
this way, it is necessary to block all three galleries on both
sides of the blok with blocking dise Mo, 229-453A (see page
M E40-14]),

If Mo, 19 bloks are used as dual pressure together with Mo, 15
bloks uwsed as single pressure, group all the No. 19 bloks
together on one end. Then all Mo. 15 bloks can be supplied by
one P gallery.

OPERATING DATA

FLOW CAPACITY:
3/8" NPTF cylinder ports, Cy = 3.5
1/2"" NPTF cylinder ports, Cy = 4.0
3/4" NPTF cylinder ports, Cy = 4.0

All other specifications remain the same as individual base
mounted valves described on pages MK40-4-11.

numarnits’ | FrexrBrLox:

MANIFOLD MOUNTINGS

Walve Assembly

(4] Seal
126-121F

{2} Nut
128-143P

[2) Serew Ass'y,
1272228,

VALVE BLOK KIT NUMBERS
{Includes Receptacie, Seals, Screws, & Muts)

VALVE BLOK KIT NUMBERS
{For use when ordering separate valve bloks.)

3/8" NPTF 1/2” NPTF 3/4" NPTF DESCRIPTION

2294368 Blok Mo. 15 - Plug-In
220-444B" Blok No. 19 - Plug-In

229-3658
229-3678

229-369B
229-371B

*Only A & B ports are 3/4" NPTF; ports P, EA, and EB are
1/2" NPTF.

MODEL SELECTION CHART
MODEL NUMBER
MOUNTING DESCRIPTION
3/8 NPTF 1/2 NPTF 34 NPTF*
JA5ADASK FASADATBEK 355ADA15K Elok Mo, 15, side and bottom cylinder ports
19K 19K 19K Blok Mo, 19, side and bottom cylinder ports plus bottom supply and exhaust ports
20K 20K 20K Blok Mo, 19, w/speed control
IBK 25K 5K Blok Mo. 15, wispesd control
33DSA415K 34DSA415K 35DSA415K Elok Mo, 15, side and bottom cylinder ports
19K 189K 19K Elok Mo, 19, side and bottom cylinder ports plus bottom supply and exhaust ports
20K 20K 20K Blok Mo, 19, w/speed control
25K 25K 25K Blok Mo, 15, w/speed control
33DSA515K 34DSAS515K 3EDSA515K Blok Mo, 15, side and bottom eylinder ports
19K 19K 19K Blok Mo, 19, side and bottom cylinder ports plus bottom supply and exhaust ports
20K 20K 20K Blok Mo, 19, w/speed control
25K 26K 25K Blok Mo, 15, w/speed control
33D5AB15K 34DSAGTEK 3505A615K Blok Mo, 15, side and bottom eylinder ports
19K 19K 19K Blok Mo, 19, side and bottom cylinder ports plus bottom supply and exhaust ports
20K 20K 20K Blok Mo, 19, w/speed control
25K 26K 251K Blok Ma, 15, w/speed contral
All valves include plug and light. Specify Volts and Hz: 100-115/560; 110-120/60 or 200-240/60; 220-240/60
For valve units only, ses pages 4, 6, 8, 10, Speed Control, see page 16.
*Only A and B ports are 3/4" NPTF; ports P, EA and EB on No. 19 bloks are 1/2™ NPTF.

MK40-12




Top Dimension = Inches
Boattom Dimeansion
{In Parentheses) = Milllmeters

FLEXIBLOK®

DIMENSIONS FOR ALL
VALVE BLOKS

OPFTIOMNAL 1/8'

MPTF LUBE F‘DHT_\\
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numarics
MK. 40 LINE

27 (6.9) DA

F1.19
-:30-2;1 /JOUNTING HOLES

MOTE:
Dimensional detalls for all FlexIBlok units are the same
as shown here.
Q.00 825
MEK.40 FLEXIBLOK DIAGRAMS {225'?21 (209.6)
(208.5)
! 12.43
b (316)T—|—
|
FoaL | ed
i {74.7)
:-—]—.- | {34.1)
: ij -+ 6,03
TR {153}
TVE,
A [ 3 L& L rl_ﬂ?-
{27.2}
E | | ' | * 3
@.E.. ﬁﬁ—
1
e 7
[ EErm | ETIES =
[ 2
+ 7.00
E .20
| {178) [Ezzm
1 575
(1a6.0) —
o b i | ) B 4.54
[[3.5] 1\\,‘5 o =]
S O T ) (| it A
e I~ W
ha 1o ' |
1.44 4
(36.5) _@_ ! LB
: ¢ {22.4)
[]
l_é;oﬂmgup|TrF : 3/8", 1/2" OR 3/4" NP’TF-/ o 75 ;
COMMECTION a9y 145.7) | 1a5.7) 2 SR ey | 11911300
{(BOTH ENDS) IE:&-EF 176,21
1" NPTF T &
3 PLACES e ,:_{g_”

{ECTH EMDS)

/8"
PO

'OR /2" NPTF
RTSF, EA & EB
(OPTIOMNAL)

38", 12" OR
274" MPTF

/s PORTSA&LE
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END PLATES KIT TR

Left End Plate e
229-363B 1041660 L -

(4) Seal BLOCKING DISC KIT — 229-453A
l12G-121P (Includes Plug and O-Ring which
Replaces the Standard Square-Cut
Seal). Used to interrupt any gallery.

BLOCHIMG
LUG

[=]
/-_lN POSITION

(2) Scréw Assembly Right End Plate
127-2228 104-1678

TRANSITION PLATE KITS

229-655E

229-6560
APPLICATION '
These plates permit the joining of a Numatics MARK 15
FlexiBlok assembly to a MK-40 FlexiBlok assembly.

SPECIFICATIONS

Use Adapter Plate Kit 229-856B when MARK 15 is to LEFT
of MK-40 {looking at “B" end of manifolds); use Adapter
Plate Kit 220-655B when MARK 15 is to RIGHT of MK-40
(looking at “B" end of manifolds).

Each kit includes an adapter plate and reqguired seals and

SCrawws, PRCal
Mumatics will assemble MK15-ME40 combination manifolds.

Consult factory for details,

BLAMNK STATION PLATE KIT 229-4244
i{Includes Blank Plate, Gasket and Screws)

VALVE REPAIR KITS

Includes all internal parts except sleave assembly, coils,
arsolenoids. Order these separately.

VALVE SERIES REPAIR KIT NO.
335AD4 MEAD - K1
330544 MK40 - K2
J3D5A5 ME4D - K3
33DSAE MEAD - K3
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Tap Dimension = Inches
Bottom Dimension
[In Parentheses) = Millimeters

1/2" NPTE
SECIREE COMDUIT COMMECTION {OPPOSITE SIDE)
SOLENQID .
i = ERE L ALNEGIER
AR i ]
SINGLE |_1.31.] (2z8) 7 |
SOLENOID [35. ,s| g

| 4,24
e | — e | (107}

i 4;,_LT |
LT R |

| 1
Jak ? e
: \ .
g0 3gm_ r ‘21 L
2R t21 3: P-:arts A and B
2" MPTF -'-""—"1 Opposite Side
PORTS

1.2 1.27
f32.31 (32.3)
BASE DIMEMSIOMNS

NON PLUG-IN BASES:
Five threaded plugs are shipped loose with 10-ported bases.

1/4" NPTF 3/8" NPTF ¢ 112 NPTF
103401C 103-402C 103-403C
203-3288 203-328B 203-3308

PLUG-IMN BASES: (Includes electrical receptacla)
Five threaded plugs are shipped loose with 10-ported bases.

3/B" NPTF 1/2" NPTF 3/4" NPTF
203-3878 203-4038 203-419B
203-3888 203-404B 203-420B
203-3898 203-405B8 203-421B
203-3208 203-4068 203-422B

HOW TO ORDER MANIFOLD ASSEMBLIES

1/4, 3/8, or 1/2 NPTF TAP
5 HOLES
{OPTIOMNAL)

% [__1.15,__,3.15J
Use Mo, 126-209F O°Ring (29.2) © (29.2)

Tar Bottom Part Saal

Thag and wil b Deddile — workdwichs

numartics

BASE OPTIONS

26 (B.6) DA,
MTG. HOLES

B =
[20.8) (19.1)
R

Trﬁpa[

BOTTOM PORT LOCATIONS

DESCRIPTION

Side ports, individual exhaust
Side and bottom ports, individual exhaust

DESCRIPTION

Side ports, individual exhaust

Side and bottom ports, individual exhaust
Side ports, common exhaust

Side and bottom ports, common exhaust

MOTE: For separate plug and receptacle hardware, see page MEK40-18.

HOW TO ORDER A FLEXIBLOK ASSEMBLY:

Determine the required circuitry and select FlexiBlok model
numbers from page MK40-12, Determine if any blocking plugs
will be needed. List the units and plugs in order from left
to right, facing cylinder ports A and B of the assembly. A
typical five-station assembly may be as follows:

Assembly Kit AK401-5

Station 1 330SA416K 120/60

Station 2 335ADASK 120/60

Station 3 335AD425K 120/60
Blocking Plug Kit 229-453A {Install in P gallery)
Station 4 3305A415K 120/60

Station 5 33DSA41BK 120/60

The blocking plug is listed between the two units to be blocked
and you must indicate in which gallery it is to be installed,

The first item above is the standard assermbly kit consisting of
end plates, screw assemblies, and assembling and testing, Kits
for MARK 40 circuitry assemblies are prefixed with AK401-,
and the number following the dash indicates the number of
stations in the assembly. Blocking plugs and end plates are
MNOT counted as stations.

When ordered as stated in the example, Numatics will assemble
and test the entire FlexiBlok for proper operation. [t will be
supplied ready for installation and connection to the supply
and cylinder ports. Due to flow, wiring and practical assembly

limitations, @ maximum of 10 stations per assembly is recom-
rmended.

If you wish to assemble your own FlexiBlok, order the
required wvalve stations from page ME40-12 and hardware
from page MK40-14, Order the required end plates kit and/or
other assembly hardware shown on page ME4A0-14. Each valve
blok comes complete with seals and screw assembly. DO NOT
order the assermbly kit; this is for factory assernbled units only.

HOW TO PRICE A MARK 40 FlexiBlok ASSEMBLY:

The list price for each FlexiBlok unit, blocking plug and
assembly kit is listed in the Numatics Price List. Add up the
individual prices and you will have the list price of the
FlexiBlok assembly - assembled, tested and ready to mount
on the machine.
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